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THE A-7E SOFTWARE REQUIREMENTS DOCUMENT:
THREE YEARS OF CHANGE DATA

INTRODUCTION

General

Basili and Weiss (1981) as well as Fryer and Weiss (1981) have reported

earlier on change data being collected to evaluate the software requirements
document (SRD) for the A-7E aircraft (Heninger et al. 1978). The 8RD is a
product of the Naval Research Laboratory's Software Cost Reduction (SCR)
project. Here, we present a more recent picture of the data and, where
possible, compare with other published data. In preparation for this pa,-r,
we have reexamined all submitted change report forms for consistency and
completeness of information. This has resulted in the reclassification of
some earlier data with variable effects on the earlier published observations.

The remaining three sections of this introduction review the SCR project,
the SRD, and goal-directed data collection for those who are unfamiliar with
these topics.

Software Cost Reduction (SCR) Project

Since January 1978, personnel at the Naval Research Laboratory (NRL) and
the Naval Weapons Center (NWC) have been redeveloping version NWC-2 of the
operational flight program (OFP) for the A-7E aircraft using such software
engineering techniques as information hiding (Parnas 1972), abstract
interfaces (Parnas 1977), cooperating sequential processes (Dijkstra 1968),
and resource monitors (Hoare 1974). This A-7E OFP redevelopment is currently
referred to as the Software Cost Reduction (SCR) project.

The A-7E OFP is part of the Navigation/Weapon Delivery System on the A-7E
aircraft. It receives input data from sensors, cockpit switches, and a panel
with which a pilot keys in data. It controls several displays in the cockpit
and positions several sensors. In all, twenty-two devices are connected to
the TC-2; examples include an inertial measurement set providing velocity data
and a head-up display. The head-up display projects symbols into a pilot's
field of view, so that he sees them overlaying the world ahead of the
aircraft. The OFP calculates navigation information such as present position,
speed, and heading; it also controls weapon delivery, giving a pilot steering
cues and calculating when to release weapons.

The A-7E OFP is an operational Navy program with severe memory and
execution-time constraints. The code consists of about 12,000 assembler
language instructions for the IBM System 4 PI model TC-2 computer. The TC-1
has 16K bytes of memory.

An earlier version of this paper appeared in the proceedings of the Avionics
Panel (AVP) symposium on 'Software For Avionics', which was sponsored by
NATO's Advisory Group For Aerospace Research and Development (AGARD) and held
at the Hague, Netherlands, 6-10 September 1982.

Manuscript approved September 16, 1982.
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The goals of the SCR project are (1) to demonstrate the feasibility of
using the selected software engineering techniques in developing complex,
real-time software and (2) to provide the Navy with a model for the design of
avionics software. One of the reasons for choosing to redevelop the A-7E OFP
is the challenge of showing that any memory or execution-time overhead
incurred by using the software engineering techniques is not prohibitive for
such real-time programs. A second reason is that maintenance personnel at NWC
feel that the OFP is difficult to change; the claim for the selected software
engineering techniques is that they facilitate the development of soFtware
that is easy to change.

The A-7E SRD (Heninger et al. 1978) is the first major product of the RCR
project. More recent products of ongoing software design include a guide to
SCR software modules (Britton and Parnas 1981), interface specifications for
the device interface module (Parker et al. 1980), specifications for the
function driver module (Clements 1981), specifications for the extended
computer module (Britton et al. 1982), and specifications for the shared
services module (Clements 1982).

The projected completion date for the SCR project is September 1985. As
of the end of 1981, approximately 10 man-years of technical engineering effort
have been expended on the redevelopment.

A-7E Software Requirements Document (SRD)

The SRD is an attempt to provide a complete and concise description of the
A-7E's OFP requirements. No other such requirements description exists
despite the existence of a working OFP. The SRD is also an attempt to improve
upon present methods of specifying software requirements. Four principles
motivate the document: (1) state questions before trying to answer them, (2)
separate concerns, (3) be as formal as possible, and (4) organize according to
OF? outputs (Heninger 1980). The resultant organization is shown in figure 1.

Personnel at NWC who are maintaining the current A-7E OFP have been active
consultants and reviewers of the document, both prior to initial publication
and subsequently. The document has been under configuration control since it
was first published in November 1978.

As of the end of 1981, approximately 2.5 man-years of technical
engineering effort has been expended on the document: approximately 1.5

man-years on producing the original document and the remaining 1 man-year on
changing and issuing three updates.

Goal-Directed Data Collection

The opportunity to apply recent software engineering technology liberally
to the development of a complex system is rare. Though true evaluation of the
result must wait until delivery of the software, we believe it would be
unfortunate to wait until then. From the start of the redevelopment, we have
collected data to permit evaluation of the project and the products in the
interim.

The data collection methodology being used is goal directed (Weiss 1981).
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Briefly, it consists of the following five elements.

1. Identify Goals. The data collection effort can be geared to determine
how well the goals for a product or process are met. Twelve goals drive
data collection for the SRD. Six are original goals for the document
(Heninger 1980).

1. Specify external behavior only.
2. Specify constraints on the implementation.
3. Be easy to change.
4. Serve as a reference tool.
5. Record forethought about the system life cycle.
6. Characterize acceptable responses to undesired events or errors.

Three other goals apply to requirements documents in general.

7. Be correct.
8. Promote detection and correction of errors.

9. Be useful.

Another three concern the software development process.

10. Discover effective ways of finding errors.
It. Characterize changes.
12. Characterize errors.

2. Determine Questions Of Interest From The Goals. The answer to each
question can then help measure how well a stated goal has been obtained.
For example, given the goal that the SRD be easy to change, a reasonable
question would be:

Are changes confined to a single section of the document?

Such a question suggests that data be collected on how many sections were
modified for each requirements change.

Figure 2 is a complete list of questions for the SRD.

3. Develop A Data Collection Form. This is an iterative process. The
form is best tailored to the product being studied and to the questions of
interest. Figure 3 is the change report form (CRF) currently used to
request and record resolution of changes to the SRD.

4. Develop Data Collection Procedures. Procedures for collecting change
data are best part of normal configuration control procedures.

5. Validate And Analyze The Data. Reviews and analyses of the
accumulating data are concurrent with software development. We have found
that validation of the data should occur weekly. The validation should
include examining the forms for completeness and consistency. Sometimes
it is necessary to interview the originator or the person making the
change to obtain omitted data or to resolve problems. Validation of A-7E
requirements change forms has several times detected incomplete changes.

.. . .3



A-7E SOFTWARE REQUIREMENTS CHANGE DATA

Background

There are 343 change report forms (CRFs) that were generated against the
SRD from November 1978, when it was first published, through December 1981.
Only 284 of the requested changes have been resolved (i.e., carefully analyzed
and formally accepted or rejected) by the end of 1981. Specifically, 276 have
been accepted; 8 rejected (only 2 of which were rejected because the change
was deemed not worth the effort.) We have validated the 276 accepted CRFs.
We feel most confident in using the data to answer the following seven

questions about the SRD from figure 2.

1. Is the requirements document easy to change?

2. Is it clear where a change has to be made?
3. Are changes confined to a single section?
4. What use of the document reveals the most errors?
5. How many errors are found in the document?
6. What kinds of errors are contained in the document?
7. Which sections have the most errors?

It is important to understand what we believe properly constitutes a
"change." For the SRD, we define a change to be an alteration to a baselined
version. We consider two changes to be the same if they have the same cause
and are written against the same version of the SRD. As an example,
connecting a new device to the A-7E computer might require numerous updates to
the SRD, but all the updates would make up a single change. A change that is
a completion or correction of a prior change is a separate change.

Occasionally, a CRF is submitted containing two changes. When this

happens, we generate a second CRF and separate the two changes onto two
forms. For example, if the following correction was submitted on a CRF, we
would generate a second CRF. The first would address just the ambiguity, the
second would address the misspelling.

"The last sentence of the description is ambiguous. Replace it with
.... Note also that the word descripter is misspelled."

Conversely, if two CRFs are submitted that are different parts of the same
change, we merge the two CRFs.

We consider that there are two classes of change data: error corrections

and non-error corrections. An error correction is either an original error
correction (i.e., the first correction of the error) or a completion or
correction of a previous change. In terms of figure 3, the CRF for an error
correction would have one of the two first two boxes in item 4 marked and the
second page filled in. Hereafter, we use the term error to refer to error
corrections and the term modification to refer to non-error corrections. The
following table shows the number of errors and modifications reported and
resolved each year.
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YEAR CHANGE ACCEPTED

Change Class 1978 1979 1980 1981 1978-1981

Error 4 72 97 74 247
Modification 0 5 13 11 29

Total: 4 77 10 85 276

The small number of modifications can be explained by the fact the the SCR
project is a faithful redevelopment of version NWC-2 of the A-7E OFP.

There are eight classes of requirements errors: clerical, ambiguity,
omission, inconsistency, incorrect fact, information put into wrong section,
implementation fact included, and other (see item 7 in figure 3). The
classification scheme is generally in terms of cause; that is, we classify
errors according to their causes, not according to their symptoms.
Accordingly, we use the following definitions for the different error classes.

Clerical Error: An error resulting from a mechanical transcription
process from one medium to another (e.g., keypunch error when copying
from handwritten to computer-processable form).

Ambiguity: An error resulting from an author's inability to distinguish
clearly among several alternatives. Note that an ambiguity might
result from unavailability of information, carelessness, or other
reasons.

Omission: An error resulting from an author knowing necessary information
but not including it in the document.

Inconsistency: An error resulting from authors of two or more different
sections of the document believing contradictory statements. The
result is that two different parts of the document contradict each
other.

Incorrect Fact: An error resulting from an author having the wrong
information. The result is that the document contradicts other sources
of information.

Information Put Into Wrong Section: An error resulting from improper
separation of concerns, such as including a description of the data

available from a radar in the same section as a description of the
computer interrupt structure.

Implementation Fact Included: An error resulting from an author including
information about how to implement a requirement.

Other: An error resulting from some cause other than those specified in
the foregoing.

Note that determining the cause, and hence the class, of an error sometimes

5..-mm m 4



requires the help of the authors of the document. Furthermore, there are some
errors for which the proper class is not completely clear. To reduce the
number of such situations, we train all data analysts to use the same
classification criteria and use more than one analyst to review questionable
cases. We estimate that fewer than 5% of the changes may be improperly
classified.

The statistics we present on the effort required to design changes follow
from the times supplied in item 5 of the requirements CRF. The times are
those that technical persons expend on understanding and specifying (i.e.,
designing) changes in sufficient detail so that an editor or typist can update
the document maintained on a word processor. Thus, editorial and secretarial
time are not included.

We classify the effort expended in designing changes as follows:

Class Design Effort (e)

Trivial (T) 0 < e < I work hour (wh)
Easy (E) I wh < e < 1 work day (wd)
Moderate (M) I wd < e < 1 work week w)
Difficult (D) 1 ww < e < I work month (wm)
Formidable (F) 1 wm < e

It is interesting that, of the 276 accepted changes, none have been Difficult

(D) changes and only 2 have been Formidable (F) changes.

Is the document easy to change?

Figure 4 is the distribution of effort for designing most of the changes
to the SRD. Excluded are changes to correct clerical errors because such
changes typically involve simple fixes such as correcting misspellings or
punctuation. Excluded also are change completions, though the efforts for
change completions have been added to the efforts reported for the
corresponding original changes. The fact that 94% of the changeR required a
day or less to design, together with the fact that only two requested changes
were rejected because the efforts to make them seemed unjustified, suggest
that the SRD is indeed easy to change. What's more, the contrasts between
figure 5 and figure 6 suggest that recent changes tend to be even easier than
earlier changes.

Figure 7 is an alternative for figure 4. Changes to correct clerical
errors are again excluded, but change completions are included. Because the
majority of the change completions continued the work initiated by two
formidable changes, the distribution of figure 7 is close to that of figure 4.

Actually, the general form of figures 4 through 7 is to be expected; it
seems to be characteristic of accepted changes in general. It is quite
similar to figure 8, a distribution of effort to design software changes for a
NASA software development project (Weiss 1981). It is also similar to the
distribution of working time to correct errors during test and integration as
presented by Shooman and Bolsky (1975). The simple fact of the matter may be
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that a software project simply cannot survive if personnel tie themselves lip
with making too many time-consuming changes; potentially difficult or
formidable changes will tend to be rejected unless there is no other way out.
What is remarkable about figures 4 through 7 is that only two requested
changes have been rejected because they were deemed not worth the effort

As a note of caution, recall that the SCR project is different from many
software-production projects in that it is a faithful redevelopment of an
existing OFP. The variety of changes for the SRD is less than for many such
documents. For example, the OFP interfaces have not changed because of the
introduction of new interfacing equipment.

Is it clear where a change has to be made?

Of the 276 requirements changes, 70 correct clerical errors. Of the
remaining 206 changes, only 23 (11%) are change completions. This small
percentage by itself suggests it is clear where requirements changes have to
be made. Another measure suggests the same: Of the 206 changes, only 35
(17%) required examination of more sections than were changed.

Figure 9 shows the yearly percentage of changes that required examination
of more sections than the number actually changed. The trend is not
encouraging. Recent changes, which tend to be easier as noted in section 2.?,
are nevertheless requiring the examination of more material. One explanation
for the trend may be the fact that the original authors of the requirements
document no longer design most of the changes; persons less expert in the
document have taken their places. Another explanation may be simply that
recent changes are more subtle than earlier changes. We will have to wait to
see which explanation applies. If the trend slows or stops in the future,
then the first explanation would seem to hold. If the trend continues, then
the second would seem more valid.

Are changes confined to a single section?

There are 183 changes excluding change completions and clerical errors.
If we combine change completion data with the corresponding original changes,
then 40 (22%) of the 183 changes involve more than one section. 'igure 10
plots this statistic over the years. Together these numbers indicate that,
early on, changes tended only slightly to be confined to one section. More
recently, confinement to one section tends to be the rule.

What use of the document reveals the most errors?

Of the 74 errors corrected in 1981, 18 are clerical. The distribution of
ways in which the remaining 56 nonclerical errors have been detected is given
in figure 11. The distribution clearly shows that, in 1981, the SCR project
was heavily into design. Figure 12 shows that design activity has been the
primary way in which errors have been detected. Although not surprising
statistics, they are nevertheless encouraging because they indicate that the
SRD is being heavily used by designers. Apparently, the document is meeting
two of the goals stated for it: (1) that it be useful and (2) that it serve as
a reference tool.

7



The cumulative distribution of figure 12 should be of special interest

toward the end of the SCR project. If the requirements document is of high
quality and if the approach being taken to software development is successful,
then relatively few nonclerical requirements errors should be reported as a
result of testing. In other words, the distribution of figure 12 should
retain its same general shape.

How many errors are found in the document?

There are 247 requirements errors that were corrected from 1978 through
1981, 70 (28%) of which are clerical. This leaves 177 nonclerical errors,
which seems a small number considering that the SRD contains approximately 600
pages. The error-per-page ratio is only 0.30.

Bell and Thayer (1976) report on 972 problems with a B-5 level software
specification that comprised approximately 2500 pages. About 50 (5%) are
problems of new or changed requirements, a type that cannot occur in the A-7F
OFP redevelopment. The remaining 922 problems yield a problem-per-page ratio
of 0.37, which is nat very different from the above ratio for the SRD. Rut
the problems reported by Bell and Thayer are the result largely of two formal
requirements reviews conducted during system development. They make up somo
fraction of the total number of problems found. Thus, the actual
problem-per-page ratio is likely much greater than 0.37.

What kinds of errors are contained in the document?

The distribution of error classes in 1981 is shown in figure 13; in 1979,
figure 14; cumulatively, figure 15. Except for some variation in the
percentage of inconsistencies, there is little difference in the
distributions. The data suggest that the requirements document is much more
precise (has relatively few ambiguities) and somewhat more consistent than it
is complete and correct. Perhaps most remarkable is that there are no errors
of the type "inclusion of implementation facts." The authors seem to have
succeeded extremely well in their goal of specifying external behavior only.

It is also interesting to note that the percentage of clerical errors
found has remained constant with time. Of the 70 clerical errors so far
found, only two were introduced by earlior changes.

Which sections have the most errors?

There are 177 nonclerical errors that were corrected from 1978 through

1981. Twenty one (12%) have involved updating more than one major section of
the SRD. Figure 16 shows the impact of the errors. The distribution is close
to that reported by Basili and Weiss (1981) for nonclerical errors corrected

from November 1978 through February 1980. Section 2 (Input-Output Data
Items), section 4 (Software Functions), and the dictionary continue to contain
the most errors. A major difference, however, is that section 4 and the
dictionary now both show more problems than does section ?. This trend is
most likely the result of a shift in software design activity from heavy use
of section 2 information early on to heavy use of section 4 information later.

Figure 17 shows the ratio of nonclerical errors per page by section of the
SRD. Except for the ratios for section 3, section 4, and the dictionary, all
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ratios are close to the ratio given previously for the entire SRD. The large
ratio for the dictionary might be explained by the dense nature of that
section; it is mostly a long list of rather short definitions. What's more,
the dictionary terms are used extensively throughout the SRD. As a result,
the dictionary is frequently involved in multisection changes. The ratio for
section 4 suggests that its material is either intrinsically difficult or that
the specification approach is slightly flawed. The rather small ratio for
section 3 is a pleasant surprise given that the section defines the numerous
OFP operational modes as well as the permissable mode transitions.

CONCLUSIONS

We have two objectives in monitoring changes to the SRD. The first is to
test the feasibility of goal-directed data collection. The second is to
measure the success of the document's authors in meeting their objectives.
This second objective is important because one of the main goals of the SCR
project is to produce a model for engineering OFP software. The SRD is an
important part of that model.

Our work has shown that goal-directed data collection can be feasibly
integrated with traditional configuration control activities. The major
difficulty is that there must be constant careful attention to ensure accurate
information; that is, validation must be concurrent with data collection.

Our analysis of the three years of change data suggests that the authors
of the SRD have successfully met some major objectives. In particular:

1. The document seems to be easily maintained, even though a growing
percentage of recent changes requires the examination of more sections
than those that must be changed.

2. The document seems to be well structured. Changes tend to be confined
to single sections.

3. Based on comparison with published data, relatively few errors have
been found to date.

4. The document is -emarkably free of ambiguities and inappropriate
implementation details.

5. The dictionary and specification of software functions in section 4 of
the document are the most error prone sections of the SRD. The
specification of system modes and mode transitions in section 3 is
remarkably error free.

6. The document is a living document. It has been heavily used during
design.

These are of course interim results, and data collection will continue
throughout the SCR project. Nevertheless, the change data from the start has
consistently supported this positive evaluation of the SRD (see Basili and
Weiss 1981). There do not appear to be any significant trends in the data
that suggest the conclusions will change.
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0. Introduction: A description of the document organization, an abstract for

each section, and a guide to the notation used.

1. Distinguishing Characteristics of the TC-2 Computer

2. Input and Outp',t Data Items: Description of the information received and
transmitted by the computer, organized according to device, one subsection
per device connected to the computer.

3. Modes of Operation: States of the program corresponding to aircraft
operating conditions.

4. Time-independent Description of A-7 Software Functions: Each finction
description characterizes one or more output date items and specifies the
conditions under which they are updated.

5. Timing Requirements: Timing requirements for atl functions described in
section 4.

6. Accuracy Constraints on Software Functions

7. Undesired Event (UE) Responses: Desired behavior of the system when
undesired events occur.

8. Required Subsets: Useful subsets of the system obtainable by omitting

parts of the code.

9. Possible Changes: Possible future modifications to the OFP.

10. Glossary: Glossary of acronyms and technical terms used by the A-?
communlty.

11. References

Indices: Alphabetical indices to data item descriptions, mode overviews, and
functions.

Dictionary: Definitions of standard terms used in the mode (section 3) and

function (section 4) descriptions.

Fig. 1 - Sections of the A-7E software requirements document
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1. Is externally-visible behavior only specified without implying a
particular implementation?

2. Are the appropriate external interfaces specified?

3. Are the external interfaces specified correctly?

4. Is the document easy to change?

5. Is it clear where a change has to be made?

6. Are the changes likely to occur predicted correctly?

7. Are changes confined to a single section?

8. Is the proper set of undesired events described?

9. Is the notation used unambiguous?

10. Which sections have the most errors?

11. Where do the most changes have to be made?

12. Which type of tables has the most errors?

13. Does the document contain unnecessary information?

14. What use of the document reveals the most errors?

15. Are sections 3 (Modes) and 4 (Functions) consistent with each other?

16. Is the dictionary complete, correct, and consistent with the rest of the

document, and will it remain so?

17. Which subsections of sections 2 (Data Items), 3 (Modes), and 4
(Functions) are most error-prone?

18. How is the document being used?

19. Why are changes being made?

20. How many errors are found in the document?

21. What kinds of errors are contained in the document?

Fig. 2 - Questions underlying the change report form (CRF) for
the A-7E software requirements document

11



"1 8, x,

I o

oo o ..0.

1 1E

00 o~DJ .
A00 . 82 * 0 Q

lo .. 5pj cj

31. 1 01

a.1, 1.0 0o

41 l0l.

001. 01 *ri

001'c0

-~~~ fi. Z1

aDE aE % IEU
.. ti

AI Qt... "f - jIR
'Wa ai -, .. o go-

12£



10

90

0 70

60

C
H
A 40

N
5 30 Z6 23

E 2

10 5
0 - 1 (I,

Tr ivial Easy "tderate Oiff 1rul Formidable
Iwk wlah- led wd- w , law- a t lwm

EFFORT

Fig. 4 - Effort to design changes excluding clerical
errors and change completions (1978 - 1981)

too

90

Sh CHANGES

F 0
60I

C so
H

A 40

N
30

E 2021S

5 1!110"

0 V 0 -- I
Trivial Easy Moderate Difficult Formidable

<ta1 l4- la d lwd- lw IW -- Iwm > lwm

EFFORT

Fig. 5 - Effort to design changes excluding clerical
errors and change completions (1978 - 1979)

13



j 7. ~ 1 57 CIIANGES

F

A 40

G 3

E 20 a
S

.. ..... . 1 0 2 ._ _
Trivial Easy Moderate Difficult Formidable
<' Iuh-Iw lwd-l Ilw-lm luwm

EFFFT

Fig. 6 - Effort to design changes excluding clerical
errors and change completions (1981)

0 3 206 CHANGES
0

F o

C 50
H

A 40

30

E 20

5

I0 oo-.... .. - [ 4~ -T _0 _ I= -_.-

Trtvial Easy lMxekrte Oifftcul4 FormidabIe
(ul jh-Ia led- hI Im- I lamu

Fig. 7- Effort to design changes excluding clerical
errors (1978 -1981)

14



90 5

0 10

H 5
A
N 3f

E 2o

Trivial Esy Moderate- Ukow n
Uh- iWd Formidable

)lwd
EFFORT

Fig. 8 - SELl effort to design changes (Fig. 5.8 from Weiss 1981)

101

0 7 0

F 60

C 50
H

A 40

30 24
20 8

01 1978-19 1900 1981

Fig. 9 - Percentage of changes requiring examination
of more sections than those changed (1978 - 1981)

15



100

7o

0

60

C so
H 41

A 40-
N 30

E 20 18

to

1978-79 1960 1961

TIME PERIOD

Fig. 10 - Percentage of changes involving more than
one section (1978- 1981)

90 84

70 56f ERRORS

0E
6FR

N 0
OR 40
N 53

C
L 20

I0 14.

R I
1" 0 0 -0--" ... ...

C Review Revie. Maim- Design Codin Test Other

A by by tenCwe Ref..rene. ReferenCe Reference

L Ajthors Pion-A uthors Reference
U9E IF DfOCUMET

rig. 11 - Detection of nonclerical errors (1981)

16



0
0 90

F

r I77 FRRORS

o 70 63
N E

CR

A 214

100

Rev iew Review Main- Design Cod i ng Test Other

by by tenance Reference Reference Reference

Authors Non-Authors Reference USE (F EEr(IIrET

Fig. 12 - Detection of nonclerical errors (1978 - 1981)

0 
14 EgARORS

R 4Oj°0 30
R 34 3 22

_ 1 . o 1 0 0

Clerical AIlbiguity Wls0lo I"Consls Incorrect Wrong Implemsh Other
-tency Fact Sect Ion -tat oh

Fact

EFVRO CLASS

Fig. 13 -Eror ames (1981)

17



100

90

76 ERRORS

70

F 60

E 56
R 4

A 34
o 30-- 28r

10-~ 
-

13 1 - 3

I00

Clerical Ambiguity Omissioh Incohsts Incorrect IWongt Iplemsn Other
-tency Fact Section -tat ton

Fact
ERROR CLASS

Fig. 14- Error classes (1978- 1979)

x 7C241 ERRORS
0

F 60

[ C

R 40

R 31O .28 _1

R Z2

Clerical AubiIguity Omis-sion Inconsis Ihcorrect Wong Implemen Other
-tahcy Fee+ Section -tation,

Fact
Ut CLASS

Fig. 15 - Error clams (1978 - 1981)

18



0

N

C 876
L

RR 6O 55

C 5CA 45

L 40f

30f

R 20

R
R 4
R =...2 1 _-I --.

5 Sec 0 Sec. I Sec. 2 Sec. 3 Sec. 4 Sec. II Diction-ary Addendum

Intro. TC-2 1-0 Bata rode- Functions References

DOCLIENT SECTION

Fig. 16 - Nonclerical errors affecting major SRD sections (1978 - 1981)

S I. 1 .. .

0 V

Cp

LE

E RR

I p I tC A

R

S.3.2sI z z .1 .,
"0I I [

Sec. 0 Sec. I Sec. 2 Sec. 3 Sec. 4 Sec. I| Dictionary
Intro. TC-2 1-0 onto Modes Funct ions References

DOOLr'FT SECT ION

Fig. 17 - Error-per-page ratios for major SRD sections (1978 - 1981)

19



ACKNOWLEDGMENTS

Special thanks go to Paul Clements who patiently answered our seemingly
endless questions about submitted CRFs. Miss Tamara Lewis is responsible for
the high-quality histograms, which she produced despite problems with our

home-grown plot package. Of course, we owe much to all those who have
patiently filled out CRFs and who continue to do so.

REFERENCES

Basili, Victor R., and Weiss, David M. 1981.
Evaluation of a Software Requirements Document By Analysis of Change Data.
Proceedings, Fifth International Conference on Software Engineering, pp.
314-323. Long Beach CA: IEEE Computer Society.

Bell, Thomas E.; and Thayer, Thomas A. 1976.
Software Requirements: Are They Really A Problem?
Proceedings, 2nd International Conference On Software Engineerin, pp
61-68. Long Beach CA: IEEE Computer Society.

Britton, Kathryn H., and Parnas, David L. 1981.
A-7E Software Module Guide.
NRL Memorandum Report 4702. Washington, DC: Naval Research Laboratory.

Britton, Kathryn H.; Parnas, David L.; and Weiss, David M. 198?.
Interface Specifications For The SCR (A-7E) Extended Computer Module.
NRL Memorandum Report. Forthcoming. Washington DC: Naval Research
Laboratory.

Clements, Paul C. 1981.
Function Specifications for the A-7E Function Driver Module.
NRL Memorandum Report 4658. Washington DC: Naval Research Laboratory.

1982.
Interface Specifications for the A-7E Shared Services Module

NRL Memorandum Report. Forthcoming. Washington DC: Naval Research
Laboratory.

Dijkstra, Edsger W. 1968.
Cooperating Sequential Processes. t
Programming Languages, ed. F. Genuys, pp. 43-112. New York: Academic
Press.

Fryer, Sandra R., and Weiss, Davil M. 1981.

Evaluation of the A-7E Software Requirements Document ny Analysis of
Change Data: Two Years of Change Data.
Paper presented at the 15th Annual Asilomar Conference On Circuits,
Systems, and Computers, November 1981.

20



Heninger, Kathryn L. 1980.
Specifying Software Requirements for Complex Systems: New Techniques and
Their Application.
IEEE Transactions on Software Engineering, vol SE-6, no 1, January 1q80.

Heninger, Kathryn L.; Kallandar, John; Parnas, David L.; and
Shore, John E. 1978.
Software Requirements for the A-7E Aircraft.
NRL Memorandum Report 3876. Washington, DC: Naval Research Laboratory.

Hoare, C. A. R. 1974.
Monitors: An Operating System Structuring Concept.
Communications of the ACM, vol. 17, no. 10 (October 1974), pp. 549-557.

Parker, Robert A.; Reninger, Kathryn L.; Parnas, David L.; and
Shore, John E. 1980.
Abstract Interface Specification for the A-7E Device Interface Module.
NRL Memorandum Report 4385. Washington DC: Naval Research Laboratory.

Parnas, David L. 1972.
On the Criteria To Be Used in Decomposing Systems into Modules.
Communications of the ACM, vol. 15, no. 12 (December 1972) pp. 1053-1058.

...... . 1977.
Use of Abstract Interfaces in the Development of Software for Embedded
Computer Systems.
NRL Report 8047. Washington, DC: Naval Research Laboratory.

Shooman, N. L., and Bolsky, N. 1. 1975.
Types, Distribution, and Test and Correction Times For Programming Errors.
Proceedings -- 1975 International Conference on Reliable Software.
SIGPLAN Notices, vol 10, no 6 (6 June 1975) pp 347-357.

Weiss, David M. 1981.
Evaluating Software Development By Analysis Of Change Data.
Ph.D. Dissertation. Technical Report TR-1120. College Park: University
of Maryland.

21




